FCA

April 2015
Dealer Service Instructions for:

Safety RecalRO7 NHTSAS/-114
FuelRalil Crossover Hose

Models

2015 (LA) DodgeChallenger SRT

(LD) Dodge Charger SRT
NOTE: This recall applies only to the above vehicles equipped wié2a
superchargedengine (sales code ESP built through February 05, 2015
(MDH 0205L4).

IMPORTANT: Many of the vehicles within the above build period have already
been inspected arepaired and, therefore, have been excluded from this recall.

IMPORTANT: Some of the involved vehicles may be in dealer new vehicle inventor
Federal law requires you to complete this recall service on these vehicles before rethil
delivery. Dealers shold also consider this requirement to apply to used vehicle inventory a
should perform this recall on vehicles in for service. Involved vehicles caletbemined by

using the VIP inquiry process.

Subject

The fuel rail crossover hosen about2,000 of the above vehicles mdgak fuel.

The fuel rail crossover hose may have been damaged during the manufacturing
process. The damage cannot be reliably detected and may cause a fuel leak without
warning. A leaking enginé&uel rail crossover hose, in th@esence of an ignition

source, could cause an underhood fire.

Repair

Theleft fuel rail andcrossover hosmust be replaced.
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Parts Information

Part Number Description
CBAORO71AA Rail Assembly, Fuel Injector

Each package contains the followicgmponents:
Quantity  Description

1 Rail, Left SideFuel (with crossover hosduel injectors and @ings)

Each dealerto whom vehicls in the recall were assignedll receive enoughruel
Injector Railsto service abol20% of those vehicles.

PartsReturn

No parts return required for this campaign.

Special Tools

The following special toos are required to perform this repair:
U NPN WITECH VCI Pod Kit

U NPN Laptop Computer

U NPN WITECH Software
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Service Procedurel

WARNING: THE FUEL SYSTEM IS UNDER CONSTANT PRESSURE
EVEN WITH ENGINE OFF. BEFORE SERVICING THE FUEL
INJECTOR RAIL, THE FUEL SYSTEM PRESSURE MUST BE
RELEASED. FAILURE TO FOLLOW THIS WARNING MAY RESULT IN
SERIOUS OR FATAL INJURY .

1. Use the following procedure telease the fuel pressure from the fuel injection
fuel rail:

a.Remove the fuel pump relay from the Power Distribution Center (PDC).

NOTE: The fuel pump relay islocated in cavity number 72 of the PDC
located next to the battery in the trunk(Figure 1).

b. With the fuel pump relay removedastand run the engine until it stalls.
c. Attempt restarting engine until it will no longer run.

d. Turn the ignition to th@OFFO position.

e. Install thefuel pump relaynto cavity number 72 othe PDC(Figure 1)

NOTE: Removing the fuel pump relay and releasing the fuel pressure
from the fuel systemmay generate Diagnostic Trouble Codes (DTC's)
Use he wiTECH scan tool to erase DT@ after the repalrs are complete
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Flgure 17 Fuel Pump Relay Location
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Service Procedure (Continuec

N

2. Disconnect and isolate th p
negative battery cabl&igure 1) |,

3. Remove and saveboth engine
fuel injectorcovers (Figure 2)

4. Using compressed air, blow a
around each injectoon the left
fuel rail to remove any debris the
may have collected around tt
fuel injectors  supercharger
and/or intake manifold area
(Figure 3)

Figure 27 Fuel Injector Covers

CAUTION: Failure to clean the injector area with compressed air could
allow debris to enter the engine when th&uel injectors are removed.
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Figure 31 Clean Injector Area with Compressed Air
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Service Procedure (Continuec

N

5. For LA vehicles, continue with Step 6 of this procedure.

For LD vehicles only, use the following procedure to remabe cowl panel
and crosscar beam:

a. Remove and save the windshield wiper gffigure 4)

b. Remove and save the plastic cpahel(Figure 4)

= PLASTIC WIPER PIVOTS

COWL PANEL | =3

Figure 41 Cowl Panel
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Service Procedure (Continuec

N

WINDSHIELD
WIPER MODULE

WINDSHIELD WIPER
MODULE PLASTIC TUB

Figure 57 Windshield Wiper Module

c. Remove and save the
windshield wiper module
(Figureb).

| CROSS-CAR
BEAM

d. Disconnect the electrical
connect from the right side of

the crosscar bean{Figure 6)

l

ELECTRICAL
CONNECTOR
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Figure 61 Electrical Connector
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Service Procedure (Continuec

N

e.Remove and save thight and
left sidecrosscar beam
mounting boltgFigure 7)

f. Remove and save the cress
beam(Figure 7)

g. Remove and save thendshield
wiper moduleplastictub
(Figure8).

h. Continue with Step 6.

Figure 71 Cross-Car Beam Bolts
(right side shown)
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Figure 81 Windshield Wiper Module Plastic Tub
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Service Procedure (Continuec

N

LEFT FUEL RAIL SUPERCHARGER

CROSSOVER HOSE QUICK
CONNECT FITTING \

STEEL COWL
BRACE

Figure 97 Crossover Hose Quick Connect Fitting Location
(LA Vehicle Shown)

Pages

RIGHT SIDE
FUEL RAIL

6. Disconnectthe fuel pressure sensor wire harness connémtated next to the

left fuel rail crossover hose quick connditting (Figure9).

NOTE: To access the fuel pressur sensor wire harness connectoreach

behind the supercharger from the left side of the vehicle

7. Disconnect the left fuel radrossover hose quick connditting from right fuel

rail (Figure9).

NOTE: To access the left fuel rail crossover hose quick conneatach

behind the supercharger from the left side of the vehicle



